
Quiet Air Fans ‐ Pro Elite 3.4
Motor Specifications:   1/3 HP, 120 VAC, 60 Hz, 435 Watts HI ‐ 390 Watts LOW
Square Footage Two Story Homes Up To 1500 SQ FT ‐ Single Story Homes Up To 1000 SQ FT
HVI‐916 Airflow HI: 2421 CFM 
# of Speeds 2
Motor Housing Dimensions 17" Diameter x 12 1/2" Length
Duct Specifications 16" Diameter x 7' Length Acoustic Ducting Designed to Reduce Noise
Dampers R5 Dual Flap Back Draft Damper 
Ceiling Rough Cut Opening 14" x 20"
Grille Outside Dimensions 16" x 22"
Controls 2‐Speed Switch with 8 Hour Digital Timer or 1‐Speed Remote (Optional 2‐Speed Remote)
Framing and Joist Cutting None Required.  Fits Between 16" and 24" On‐Center Joist
Minimum Attic Ventilation 3 SQ FT Net Free
Warranty 15 Years
Shipping Box Dimensions and Weight Box 1:  22x22x20, 35 lbs ‐  Box 2:  22x18x22, 25 lbs

Complete System Includes
*Motor Housing *Damper Box *Ceiling Grille *Acoustic Ducting *Complete Accessory 
Parts Bag *Control *Installation Instructions


